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The SENSOR Sampling Back 
Pressure Relief Valve (BPR) is used to 
regulate upstream pressure in Steam 
Water Analysis Systems (SWAS) 
for analytical measurement sensors, 
maintaining a constant inlet pressure 
before the analyzer, which helps 
stabilize the flow rate. When some 
analyzers are installed in parallel from 
the same sample source, the back 
pressure relief valve can provide a constant inlet pressure which 
allows all analyzers to be able to be shut off at all times without 
interrupting the others. Large area diaphragm designed to keep a 
constant pressure.

Applications
•	 Steam & water analysis systems
•	 Grab sampling systems

BACK PRESSURE RELIEF VALVE

SEE MORE AT SORInc.com 

Request Quote

Specifications

Model SEN-BPR

Wetted parts 316SS  and VITON

Mounting Surface

Regulated Pressure 22 psig (1.5 bar).

Max. Temperature 167ºF (75ºC)

Connections ¼” FNPT

Size 3 1/16” (78 mm) diam. X 3 5/8” (92 mm) h

Weight 2.2 lb (1 Kg)

Fluid Liquid

http://www.sorinc.com/
http://www.sorinc.com/
http://www.sorinc.com/
http://www.sorinc.com/contact-us/request-a-quote/


2/2 Registered Quality System to ISO 9001 | 281-902-3924 | SENSOReng.com Form 2022 (10.25) ©SENSORForm 2022 (10.25) ©SENSOR

Houston, TX USA | 281-902-3924 | Fax 913-888-0767 | SENSOReng.com

Dimensions

Design and specifications are subject to change without notice. For latest revision, contact the factory.

Units: mm [Inches in brackets]

How to Order

Valve

Spare Parts

Name Size & Type

Back Pressure Relief Valve SEN-BPR

Name Part#

Diaphragm SEN-BPR-DPH

Spring @22 psig SEN-BPR-R20
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