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EU Directive Compliance
SENSOR Sampling Systems are designed and manufactured to meet the following directives.
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BBSS HPSS PIBSS VSSRSSLGSS

l  SENSOR Sampling Systems comply to PED 2014/68/EU on all systems    
with requirements conforming to this directive. 

l  	As part of PED article 4.3, which calls out anything below requirements of 
volume and pressure be built using Sound Engineering Practice (SEP) to 
ensure safe use and as such markings “Without prejudice to other applicable 
union harmonization legislation providing for its affixing, such equipment 
or assemblies shall not bear the CE marking as referred to in Article 18.” 
Therefore, when SEP is used, the device will not hold a CE marking. 

l  	In most cases due to the lower volumes and pressures required in sampling 
systems, SEP will be the prevailing requirement. 

l  	In other instances where process conditions drive past the SEP mode of 
operation, all requirements of PED will be administered while working with 
the notified body. For removable components for transportation of collected 
sample such as collection cylinders, TPED compliant components can be 
supplied when required.

PED 
(Pressure Equipment Directive)

ATEX 
(ATmospheres EXplosibles)

l  	An Ignition Analysis risk assessment was performed on the BBSS, HPSS, 
LGSS, PIBSS, RSS and VSS sampling systems by SOR engineering.

l  	This evaluation was done in accordance with EN ISO 80079-36:2016. 
These base models assessed do not contain potential ignition sources.

l  	Special CE marking is not applicable since the product does not fall under 
the ATEX directive 2014/34/EU.

l  	In the case where potential ignition sources are added as part of the system 
through the use of actuators, pumps, etc., the units may not comply with the 
ATEX directive.

TPED 
(Transportable Pressure 

Equipment Directive)


