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SENSOR SEN-DG-50 
Degassing System, offers a new 
compact design for degassed 
conductivity measurement in 
water-steam cycle chemistry 
monitoring. This system ensures 
an effective CO2 removal from 
sample, by means of an accurate 
system boiler temperature control. 
Temperature control value inside 
system boiler, may be configured 
as function of environmental 
operation conditions, to get an 
exact boiling point control, without 
excessive energy being wasted.

The system also provides 
appropriate temperature conditioning for an accurate
degassed conductivity measurement. Furthermore, two sample cooling configurations are
available: External cooling water heat exchanger and sample self-cooling exchanger. Due to
optimal system performance, power production is maximized, while corrosion of production
equipment is minimized.

Features & Benefits
• In accordance with ASTM D4519

• Includes necessary shell protection to prevent operators from burns.

• Compact wall mount design.

• CE Marking.

• Designed to install the cationic resin column, the transmitter and the conductivity probes 
on the same panel.

The SENSOR SEN-DG-50, can be supplied with specific conductivity, cationic and 
degassed measurement with analyzers of any manufacturer. It will be delivered fully 
integrated on the same panel.

Applications
•	 Steam-water analysis systems.

DEGASSED CATION CONDUCTIVITY SYSTEM

SEE MORE AT SORInc.com 

Request Quote

http://www.sorinc.com/
http://www.sorinc.com/
http://www.sorinc.com/
http://www.sorinc.com/contact-us/request-a-quote/
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Name Part Number

Heating Cartridge 120 VAC SEN-H1500-120

Heating Cartridge 230 VAC SEN-H1500-230

Solid State Relay 110-230 VAC 50/60 Hz SEN-RD-105

Temperature Sensor SEN-MV-PT105

Programmed Temperature Controller SEN-TC-50

Low Flow Sensor SEN-LFS-DG50

Degassed Cation Conductivity System            How to Order

Specifications

Spare Parts

Model SEN-DG-50

Max Pressure/Temp Rating: 58 psig (4 barg) / 122ºF (50ºC)

Sample Flow: 1.27 gall/h (80 - 250 ml/min.)

Sample Connection: ¼” NPTF OD inlet /outlet.

Drain ½” NPTM

Cooler Cooling Water 
Connect. (Only Opt. 1)

¼” NPTF

Cooling Water Consumption 
(Only Opt. 1):

1.05 gal/min (4 l/min)

Power Supply: 110-120/220-240 VAC, 50/60 Hz.

Power Consumption: 1600 Watts

Plate mounting : 304 Stainless steel

Enclosure Rating: IP66 / NEMA 4

Dimensions (HxWxD) 33 1/2 x 13 3/4 x 12 7/8 in (850 x 350 x 328 mm)

Weight 55.1 lbs. (25 kg)

Below is the quick select model number tree that provides you with all the options to configure and 
order a sampling system for your application.
	 • 	You must select a designator for each component

Model 1
SEN-DG-50	 System
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Sample Cooling

Self Cooled

Cooling Water

    SEN-DG-50- 1 -  C  Example  
 Model No.

3 Electrical Supply

120 VAC 50/60 Hz

230 VAC 50/60 Hz

C

D

SEN-DG-50   -	        -       

To integrate in the degassed the measurements of conductivity
(degassed, degassed+cationic or degassed+cationic+specific), please contact factory.

http://www.sorinc.com/
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Degassed Cation Conductivity System             SEN-DG-50

Dimensions

Design and specifications are subject to change without notice. 
For latest revision, contact the factory.

Units: mm [Inches in brackets]

http://www.sorinc.com/
http://www.sorinc.com/
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