
1/6Form 2061 (12.25) ©SENSOR

SENSOReng.com I 281-902-3924  

The function of the cationic resin columns is the removal of 
cations in a sample mainly from some dosing  compound. 
The most commonly removed cations are NH4

+ from the 
amine dosage.

In this exchange mechanism, the cations that need to be 
removed are exchanged for H+ ions, which pass from the 
active sites of the resin to the sample stream.

The columns have a bed depth sufficient to ensure adequate 
residence time which allows a high efficiency of the process. 
Also includes suitable retention filters, incorporated in both 
the bottom and top of the column, its purpose is to retain the 
resin in the column, allowing passage of the sample while not 
affecting the exchange process.

To regenerate the resin, the exchange process must be inverted, 

which is achieved by washing them with a HCl 5% solution.
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Safety Information

Please pay attention to all Warnings and Cautions in this manual. Failure to do so 
could result in serious personal injury and/or equipment damage. It is required to 
read the entire manual before unpacking, installing or operating this product.

Installation, operation and maintenance must only be carried out 
by suitably trained personnel and in accordance with this manual. 
Safety precautions must be taken to avoid the possibility of an 
accident when operating in conditions of high pressure and/or 
high temperature.
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� Install the two clamps using the M-6 screws, maintaining the separation distance specified in 
the dimensional and interconnection drawing. The clamps must be installed horizontally and 
aligned on a smooth, bare wall to ensure the resin column is positioned vertically.

� Remove the two quick connection fittings from the plastic bag and install them in the column 
using a sealant. Install two sides of fitting for each connection.

� Place column inside the two clamps.

� 	Tighten barbed connections to the flexible tubing (polyamide or nylon).

Installation

The necessary protective equipment must be used in order to 
avoid nicks, cuts and entrapments during installation.
Follow this procedure for correct installation.

The operating principle of Cationic Resin Column, is same as in any ion exchange process.      
This column is used to eliminate masking effects of known chemicals such as ammonia or 
dissolved amines.

The typical reaction on the cation column will be:

Na+�  Cl- ↠ H+�ions ↠ HCl + Na+�ions
NH4

+ + OH- ↠ H+�ions ↠ H2O + NH�4+ions

Resins are pre-charged with ions (H+). These ions replace the positive ions of any salt or
dissolved impurity as it separates in water. Depending on the reaction:

a. The cations replace Na+ ions and the result is HCl (i.e. the corresponding acid).
    The conductivity is at 3 times as that imparted by the salt (NaCl).

b. The cations replace NH4
+ ions and the result is H2O (i.e. pure water). The conductivity

     imparted by the chemical (NH4OH) gets eliminated as the result is pure H2O.

c. By measuring the conductivity of the solution immediately before and after the sample has
    passed through the resin column, comparisons can be made between specific conductivity
    (before) and cation conductivity (after). Hence the conductivity measured after the cation
    column is the real, accurate and reliable method of measuring conductivity.

Operation Basis
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Dimensions and Connections

SEN-CR-600

SEN-CR-1600
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Regeneration Instructions

� Install column in a regeneration system or open one of the caps by rotating it counterclockwise
    and empty resin into a vessel or bucket.

� Wash resin with demineralized water in counter-current flow or by adding the water into the
    vessel or bucket.

� Wash resin counter-current with HCl 5-10% solution or introduce it into the vessel up to color
    change level of the resin.

� Recharge the resin inside column and reinstall it as mentioned in filling section.

HCl must be handled with care since there is a risk of serious 
chemical burns from contact with it.

Filling Instructions

� Disconnect quick connect fittings in the top and bottom of column.

� Open clamps and remove the column.

� Open one of the caps by rotating it counter-clockwise and dispose of resin.

� Open resin refill bag.

� Empty contents of the bag into the resin column.

� Close the cap by rotating it clockwise.

� Shake column to settle resin.

� Open column again and add additional resin until it is approximately 1/5” from the top. Do
     not fill to the top.

� Remove any resin from the sealing surface and the threads.

� Replace resin column cap o-ring and porous disk and close the cap by rotating it clockwise
     up to the cap until correctly tightened.

� Finally, secure the resin column in the clamps and reconnect the quick connect fittings in
     the top and bottom of the column.

Maintenance

Maintenance is required to check the color indicator label in order to verify if a resin change out or 
regeneration is required, when color change reaches the indicator level on label.

Furthermore, when resin is regenerated or changed, o-rings and porous discs replacement is
recommended.
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Porous disks (2 ea.), “O” Rings (2 ea.)

Spare Parts

Name SEN-CR-600 SEN-CR-1600

“O” Rings(2) and 
disk ow(2)

SEN-DO-600 SEN-DO-1600

Cationic Resin Bag SEN-R-600 (1 required) SEN-R-600 (3 required)

Clamps (2) SEN-CL-600 SEN-CL-1600

Quick connectors (2) SEN-QC-18

Clamps (2 ea.) Quick connectors (2)
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