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The SENSOR Sight Flow Indicator is a robust and reliable visual 
flow monitoring device designed to provide immediate, at-a-glance 
verification of liquid flow within a pipeline. Built for process visibility, 
this indicator features a high-clarity viewing window and durable 
construction suitable for demanding industrial environments. 
 
Engineered for use with process fluids, chemicals, or water, the 
SENSOR Sight Flow Indicator allows operators to monitor flow 
presence, direction, and clarity without interrupting the system. Its 
rugged body is available in a variety of materials to suit a wide range 
of applications, including chemical processing, power generation, oil 
& gas, and water treatment.

•	 Monitoring cooling water and coolant circulation lines
•	 Verifying fast loop flow for ensuring good
	 representative samples
•	 Ensuring flow continuity in sampling systems

Features & Benefits
•	 Visual Indication of Appropriate Outage
	 in the Sample Cylinder within an LGSS System

•	 Real-Time Visual Flow Confirmation

•	 Extra Large, Clear, Impact-Resistant Viewing Window
	 Constructed of Borosilicate Glass

•	 316 Stainless-Steel and PTFE wetted materials standard,
	 others available on request

•	 Impeller Functions in Low Flow Applications

•	 Available with Lightweight Rotator or
	 Flapper Style Indicators

•	 Minimal Pressure Drop

Applications
•	 Oil & Gas
•	 Power Generation
•	 Chemical

SIGHT FLOW INDICATOR

SEE MORE AT SORInc.com 

Request Quote

•	 Boilers
•	 Wastewater Treatment
•	 Pulp and Paper Industries

http://www.sorinc.com/
http://www.sorinc.com/
http://www.sorinc.com/
http://www.sorinc.com/contact-us/request-a-quote/
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Model SEN-SFI

Flow Media Liquids and Gases

Connections Sizes 1/2” (F) NPT (standard)

Connection Type NPT (standard)

Body Material 316 / 316L SS

Window Material Borosilicate Glass

Gasket Seal Material PTFE, Graphite

Maximum Operating 
Pressure

1440psi (99.3 bar) @ 100°F (37.8°C)

Maximum Operating 
Temperature

500°F (260°C) @ 955psi

Flow Direction Unidirectional

Mounting Orientation
Horizontal or Vertical (Rotator)
Horizontal (Flapper)

Visual Indicators Rotator or Flapper

Weight 5.0lbs. (2.27kg)

Sight Flow Indicator  	   	          		               How to Order

Other materials and higher operating temperatures may be available upon request.
Please contact customer service for details.

Standard Site Flow Indicator

Rotor Indicator Flapper Indicator

Indicators/Gaskets
Description Model#

Rotator Indicator with PTFE Gasket SEN-SFI-00

Flapper Indicator with PTFE Gasket SEN-SFI-01

Rotator Indicator with Graphite Gasket SEN-SFI-02

Flapper Indicator with Graphite Gasket SEN-SFI-03

http://www.sorinc.com/
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Sight Flow Indicator                                 Dimensions

Design and specifications are subject to change without notice. For latest revision, contact the factory.

Units: inches

http://www.sorinc.com/
http://www.sorinc.com/
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Houston, TX USA | 281-902-3924 | Fax 913-888-0767 | SENSOReng.com

http://www.sorinc.com/

