Float Attachment
SERIES 1500 with Flange

Stem and Float Assembly Replacement (P/N 3130052)

@ Using a hammer and punch, remove existing pivot pin by driving the pin out from one side of the body.
Pull the pin free and remove the old assembly.

Unscrew the float from the assembly. Use an Allen wrench to remove the threaded stem from the float
arm. Invert the arm to allow the small dowel pin to drop out of the cavity.

(2)

@ Install new float arm and pivot pin by positioning the new float arm inside the body cavity. Drive the new
pivot pin through one side of the body far enough to capture and support the float arm.

(4]

Visually center the float arm on the pivot pin within the body cavity. Carefully tap or press the pin through
the arm and out the opposite side of the body.

NOTE: To ensure precise alignment and prevent bending the pin, a mechanical vice or press
is preferred over a hammer.

Detail A

ﬂHHHH ==

INNENRENEN e~

.
.
SEE DETAIL A PIVOT PIN— — 7
‘m;
.
g
~—DOWEL PIN

Insert the new dowel pin directly into the hole on the end of the float arm.

®

Apply two drops of Loctite 271 to the stem threads. Thread the stem into the float arm hole over the dowel
pin and tighten securely using an Allen wrench.

@

@ Place two drops of Loctite 271 inside the threaded hole of the float. Thread the float onto the set screw and
hand-tighten.
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